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Introduction to Farpoint

Dear Astronomer,

From our inception, Farpoint was developed out of our
passionto manufacture astronomical products for amateur
and advancedastronomers alike, dating back to our roots in
advanced robotic telescope and mouning systemsfor
science andresearch From our past experience,Farpoint
wasoriginated by astronomers for astronomersand the
truth in what we do goesbeyond our theme8

(The Farthest Point of Visiom®

We welcome eachand everyoneto Farpoint, with afirm
dedication to quality and servicewe strive to bring you our
commitment to provide great products from this day and
beyond. To every level of astronomerwho use or wish to
use Farpoint products, we hope your excitement for
astronomy is as rewarding as youare to us!

Clear skies,

Cary Chleborad, President
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Baht inov Mask

The Farpoint Bahtinov Mask is made from the most rugged, durable ABS plastic we could

find, carefully packaged with complete instructions complimented with an easy to
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Mask Sizes:

Meade - 8" thru 12"
Celestron - 8" thru 11"
Other OTA sizes:
2,5: to 4.5::
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Battery (Power—-Case 18)




Cases ( Astro Armour )

Most every astronomer uses some form of caser another, for telescopes or mounts,

eyepiecesor for many other different accessories7 A x A OAT @ &fer@flirsly, C
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need Armour , Farpoint Astro Armour ®, builtlike a tank to take all the punishment YOU

can dish out, completely water proof and dust proof and made to last a life time!
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Each Astro Armour case is made withO eavyDutydlockable latches
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05-L12.5" x W10.1" x H6" 915 L15.8" x W12.1" x H6.8"

20-16.7L" x W13.4" x H6.8" 25 L18.7" x W14.8" x H7.0"

O

O

30-L19.8" x W16.0" x H7.6" /940 - L21.7" x W16.9" x H8.5"

o

45-L25.1" x W19.9" x H8.8"

(*) All Astro Armour cases come with aLimited life time warrantee




Cases ( Scope Safe )

You just spert the family fortune on a new telescope (or at least it feels that
way) and all you have to protect it is a cardboard box and some packing
materials8 / O 1 AO6O OAU Ui O OOAOGAIT O1 Ui OO
astronomy in, are you willing to risk an unforeseenmishap and damage your
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Made with the finest toughest materials available, completely designed and
made exactly to your custom speand the good partisUT O AT 18680 EAO
a yearto get one, You order it, we make it and 30 daydater Your Protected!

(Multiple colorsand hardware options availableipon requesj
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Collimation

All Newtonian telescopes need an accurate way to aligthe primary and
secondary mirrors and sometimes with transporation or disassembly the
frequency and misalignment of mirrors can occur nightly and many times
the process can be anight mare! Our LaserCollimator and Cheshirekit was
designed to stayfully functional and aligned, soyour collimation stays
intact. Brilliant ly designed,brilliantly packaged andbrilliantly madeall in
order to keep your telescopealigned and working properly. Now you have a
quick and easyway to Collimate with no hasslewhen you need it the most

(Top to bottom : 1.2B- Complete Kit w/ case- @ @ersion)







CCD Cameras & Accessories

There areCCD cameras and then thereare CCOCAMERASS ) T OOT AOAEI
Opticstar, a camera type designed for thdirst time imager or research
scientist. Affordable, quality made and pretested and eachcamerais
extremely well designed andchambered using the finest electronicsfrom
Sonyd Bechnology. Plugit in and capture images right out of the box, so why
OPAT A HnYah dxpedsi®ecamerawheni T x U1 GnhavA iol WahO10
models to choose fromwhether you enjoy planetary or deep skyimages or
you need toauto-guide, or your reason isspectroscopy, xray physics or life
scienceeach model comesin two versionsin either Mono- chrome or Color
and all Optic star cameras usethe latest windows operating system in64 and
32bit so your response andprocess time is fasteraccurateand more precise
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Opticstard €xtensiverange of cameras includethermo-electrically cooled
(TEC) (hips with a high speedvideo option sono matterx EAO UT 06 OA
application or interest is Opticstar has a cameradesigned just for you!
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what is on the inside that matter the most! www.opticstar -ccd.com




Microsoft
Windows

DS-615C XL /6.1Megapixels - 1.8" CCD- TEC Cooled -

Hardware Gain

- Video Mode
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1.8" Sony ICX413AQ Interline
Color CCD

Resolution: 6.1 Megapixels,
3020x2016

No Infra Red filter

Color Binning: 1x1, 2x2, 4x4
Thermo -Electric Cooling with
Fan Assist

Hardware Gain - up to 100%
sensitivity boost

Hardware Black Level

Preview / Focusing @ 2.5 frames
per second

ROI Video mode: 10fps @
720x400

External Power Supply Unit for
TEC

Ragged aluminum construction

Semi-Video mode for real time
Deep Sky
Star View mode
Bundled So ftware:
o Nebulosity v2
o Opticstar View
o Plugin for Astro Art
o Plug in for Max im DL
Computer Requirements:
o Microsoft Windows (32 -
bit & 64 -bit) XP/Vista/7
o USB 2.0 port




Opticstar DS -336C XL /3.3 Megapixels - 1/1.8" CCD- TEC
Cooled - Hardware Gain - Video Mode

T 1/1.8" Sony ICX412AQ Interline
Color CCD

1 Resolution: 3.3 Megapixels,
2048x1536

1 No Infra Red filter

1 Color Binning: 1x1, 2x2, 4x4

1 Thermo -Electric Cooling with
Fan Assist

1 Hardware Gain - up to 100%
sensitivity boost

1 Hardware Black Level

1 Preview / Focusing @ 5 frames
per second

1 ROI Video mode: 30fps @
640x480

1 External Power Supply Unit for
TEC

1 Ragged aluminum construction

Semi-Video mode for real time
Deep Sky
Star View mode
Bundled Software:

o Nebulosity v2

o Opticstar View

o Plugin for Astro Art

o Plugin for Max im DL
Computer Requirements:

o Microsoft Windows (32 -bit &

64-bit) XP/Vista/7
o USB 2.0 port




DS-142M XL /1.4 Megapixels - 1/2" CCD- TEC Cooled -
Hardware Gain - Video Mode

1/2" Sony ICX205AK Progressive
Monochrome CCD

Resolution: 1.4 Megapixels,
1360x1024

Binning: 1x1, 2x2, 4x4

Thermo -Electric Cooling with
Fan Assist

Hardware Gain - up to 100%
sensitivity boost

Hardware Black Level

Preview / Focusing @ 3.5 frames
per second

Video mode: 30fps @ 640x480
External Power Supply Unit for
TEC

Rugged aluminum construction

Semi-Video mode for real time
Deep Sky
Star View mode
Bundled Software:

o Nebulosity v2

o Opticstar View

o Plugin for Astro Art

o Plugin for Max im DL
Computer Requirements:

o Microsoft Windows (32 -bit &

64-bit) XP/Vista/7
o USB 2.0 port
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Opticstar DS-335C ICE

Sony ICX262AQ, 3.3 Megapixel 1/1.8"/ Color CCD: 2140 x 1560 pixels
Pixel size 3.45um x 3.45um / Binning: 1x1, 2x2, 4x4

in color and monochrome / Star  View mode 36 times sensitivity boost
Peltier cooled with fan assist, up to 30°C below ambient

48-bit color images 16 -bit B&W images

Preview mode @ 2048x1536: 4 fps

Raw 16bit image transfer @ 2048x1536: 1 second approximately
Maximum exposure time: 24 minutes

Robust all metal case / Sealed sensor and electronics

USB 2.0 high-speed interface Focusing preview mode

Full Nebulosity software included for camera control and image processing
Bundled plug -ins: Nebulosity, Astro Art & Maxim DL

Microsoft Windows (32-bit & 64 -bit)2000/XP/Vista/7




Opticstar Sample Images

Eagle Nebula

NGC 3372

NGC 7293

(All Photos Courtesy of John Hounton)







